
This literature is provided for informational purposes only.  KIDDE-FENWAL,INC. assumes no
responsibility for the product's suitability for a particular application.  The product must be
properly applied to perform as described herein.
If you need more information on this product, or if you have a question, contact KIDDE-
FENWAL, INC., Ashland, MA 01721; Telephone (508) 881-2000
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KIDDE-FENWAL, INC.
400 MAIN STREET, ASHLAND, MA 01721
TEL: (508) 881-2000 FAX: (508) 881-8920

www.fenwalfire.com

Protection Systems
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FEATURES
• FOR USE WITH UL LISTED, ULC LISTED & FMRC APPROVED SYSTEMS

F-93-2110

Liquid Level Indicator

F-93-2110                 ©1999 Kidde-Fenwal, Inc.     Printed in U.S.A.

ORDERING INFORMATION

REDNILYC N/PEPATILL

521 186532

002 498382

053 498382

006 498382

CAP

GRADUATED TAPE

O-RING
P/N: WK-566109-160

BRASS TUBE

FM-200

EDGE OF FITTING

BRASS TUBE

TAPE INSIDE

READING TAKEN AT TOP

P/N: SEE TABLE

TAPE IN MAGNETIC INTERLOCK

POSITION READY TO TAKE

READING.

CYLINDER

LIQUID LEVEL
MAGNETIC END OF
TAPE ENGAGES
IN MAGNETIC FIELD
OF FLOAT WHEN
TAPE IS PULLED
UP TO TAKE READING

MAGNET EMBEDDED

FLOAT - FLOATS ON SURFACE

FM-200

IN FLOAT

OF LIQUID FM-200.

FREE TO MOVE UP OR DOWN

OUTSIDE OF BRASS TUBE.

RETAINER - FLOAT RESTS
HERE WHEN CYLINDER

IS EMPTY.


