
This literature is provided for informational purposes only.  KIDDE-FENWAL,INC. assumes no
responsibility for the product's suitability for a particular application.  The product must be
properly applied to perform as described herein.
If you need more information on this product, or if you have a question, contact KIDDE-
FENWAL, INC., Ashland, MA 01721; Telephone (508) 881-2000
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KIDDE-FENWAL, INC.
400 MAIN STREET, ASHLAND, MA 01721
TEL: (508) 881-2000 FAX: (508) 881-8920

www.fenwalfire.com

Protection Systems
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FEATURES
• FOR USE WITH UL LISTED, ULC LISTED & FMRC APPROVED SYSTEMS

F-93-5050

Nitrogen Pilot Cylinder, Bracket, and Adapter

F-93-5050                 ©1999 Kidde-Fenwal, Inc.     Printed in U.S.A.

MATERIALS
CYLINDER: STEEL, PAINTED BLACK
VALVE: BRASS
BRACKET: STEEL, PAINTED BLACK
ADAPTER: BRASS

GAUGE

PLUG OUTLET PORT-1/8" NPT FEMALE,

ATTACH ADAPTER HERE

SAFETY

OUTLET

1/8" NPT

MALE

5/16"-TUBING MALE

ADAPTER

P/N WK-699205-010

1-1/4"-18 NF-3

FOR CONTROL HEAD CONNECTION

CYLINDER P/N 877940-000

BRACKET P/N 877845-000

SPECIFICATIONS

CYLINDER CAPACITY-108 in (1770 CM )
SAFETY OUTLET BURST RANGE: 2650-
3000 PSI (183-207 BARS) AT 70°F (20°C)
NITROGEN-BB-n-411 b, GRADE A, TYPE I
1800 PSI (124 BARS) AT 70°F (20°C)

16"

3.56"

(406mm)

(90mm)
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