
This literature is provided for informational purposes only.  KIDDE-FENWAL,INC. assumes no
responsibility for the product's suitability for a particular application.  The product must be
properly applied to perform as described herein.
If you need more information on this product, or if you have a question, contact KIDDE-
FENWAL, INC., Ashland, MA 01721; Telephone (508) 881-2000
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F-93-5150

4" Stop (Directional) Valve

F-93-5150                 ©1999 Kidde-Fenwal, Inc.     Printed in U.S.A.

VALVE MUST BE INSTALLED WITH ARROW POINTING IN
DIRECTION OF FLOWMATERIALS

VALVE BODY: BRASS
GASKET: IRON
FLANGES, BOLTS, & NUTS: STEEL

P/N: 890208

10.75" (273mm) DIA.

BOLT CIRCLE

FLANGE - 8.50" (216mm)

ASSEMBLED FLANGE

WITHOUT

SIDE VIEW

P/N 1966-5680-
16 REQUIRED

HEX BOLT
7/8” X 5" (127mm) LG.

2 REQUIRED

P/N 6810-1600
WELDING NECK FLANGE

2 REQUIRED

P/N 200150
GASKET

16 REQUIRED

P/N 1523-5600

7/8” HEX NUT

(308mm)

12.12"

INLET

4"

11.06"

(281mm)

OUTLET

1- 1/4” -18 NF-3 MALE

FOR CONTROL HEAD

CONNECTION


