Effective June 1999

FM-200 COMPONENT DESCRIPTION

Cylinder Mounting Cradle

F-93-8150

FEATURES
® FOR USE WITH UL LISTED, ULC LISTED & FMRC APPROVED SYSTEMS
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PART NO. CYLSIZE | CcYLO.D* A B* c* D* E* F*
235431 125,200 12.75 3.20 16.25 15.00 1.50 1.312 562
292938 20?-85913»/98 13.60 3.40 16.24 15.00 1.50 1.25 562
281867 350 16.00 3.58 19.24 | 18.00 1.50 1.34 562
294652 600 22.00 475 2524 | 24.00 1.75 1.34 562

* DIMENSIONS ARE IN INCHES

MATERIAL: STEEL, PAINTED GRAY AISI M1020

\‘\ This literature is provided for informational purposes only. KIDDE-FENWAL,INC. assumes no

® \‘) responsibility for the product's suitability for a particular application. The product must be
properly applied to perform as described herein.
If you need more information on this product, or if you have a question, contact KIDDE-

KIDDE-FENWAL, INC FENWAL, INC., Ashland, MA 01721; Telephone (508) 881-2000

400 MAIN STREET, ASHLAND, MA 01721

TEL: (508) 881-2000 FAX: (508) 881-8920 > 1 a

www.fenwalfire.com °
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