
This literature is provided for informational purposes only.  KIDDE-FENWAL,INC. assumes no
responsibility for the product's suitability for a particular application.  The product must be
properly applied to perform as described herein.
If you need more information on this product, or if you have a question, contact KIDDE-
FENWAL, INC., Ashland, MA 01721; Telephone (508) 881-2000
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400 MAIN STREET, ASHLAND, MA 01721
TEL: (508) 881-2000 FAX: (508) 881-8920

www.fenwalfire.com

Protection Systems
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FEATURES
• FOR USE WITH UL LISTED, ULC LISTED & FMRC APPROVED SYSTEMS

F-93-8030

Electric And Cable Operated Control Head
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7.56"

(192mm)

(138mm)

5.44"

CONTROL HEAD

895630

895628

895627

PART No.

115 VAC

125 VDC

24 VDC

VOLTAGE

1.0

0.3

2.0

AMPS

MADE IN U. S. A.

RELEASED

ASHLAND, MA 01721

400 MAIN STREET

KIDDE-FENWAL, INC.

SET

WIRE

RESET STEM

INDICATOR AND

3/4" NPT (FEMALE)

ELECTRIC CONDUIT-

CONNECTION FOR FLEXIBLE

LOCKING PIN

RELEASE LEVER

LOCAL MANUAL

ELECTRIC

PART NO.

VOLTS

CONTROL HEAD

USE SCREWDRIVER

TO RESET

AMPS

1 1/4-18NF-3 THREAD

1.50" (38mm) HEX

SWIVEL NUT

SEAL

1/2" E.M.T. CONNECTION

COMPRESSION TYPE FOR

REMOTE CABLE

1/2" E.M.T. CONNECTION
COMPRESSION TYPE TO
SECOND CONTROL HEAD
IF USED

PU


