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Kidde Engineered
Fire Suppression System
Designed for use with 3M™ Novec™ 1230 Fire Protection Fluid

Liquid Level Indicator Data Sheet

FEATURES

• UL Listed, ULC Listed, and FM Approved for use with 
Novec 1230 Systems

ORDERING INFORMATION

Liquid Level Indicator (LLI) 
Tape Part Number

Cylinder

235681 125 lb.

283894 200 lb.

283894 350 lb.

283894 600 lb.

CAP

GRADUATED TAPE
(TAPE IN MAGNETIC
INTERLOCK POSITION
READY TO TAKE READING)

O-RING
P/N: WK-566109-160

BRASS TUBE

TAPE INSIDE
BRASS TUBE

READING TAKEN AT TOP
EDGE OF FITTING

CYLINDER

AGENT
LIQUID LEVEL

MAGNETIC END OF
TAPE ENGAGES
IN MAGNETIC FIELD
OF FLOAT WHEN
TAPE IS PULLED
UP TO TAKE READING

MAGNET EMBEDDED
IN FLOAT

FLOAT - FLOATS ON SURFACE
OF LIQUID AGENT.
FREE TO MOVE UP OR DOWN
OUTSIDE OF BRASS TUBE

RETAINER - FLOAT RESTS
HERE WHEN CYLINDER

IS EMPTY

Kidde is a registered trademark of Kidde-Fenwal, Inc.
3M and Novec are trademarks of 3M.
All other trademarks are property of their respective owners.
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