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FM-200® Component Description é’Kidde Fire Systems

A UTC Fire & Security Company

Electric Control Head
Effective: April 2007

K-90-8010
FEATURES
e For Use with UL Listed, ULC Listed and
FM Approved Systems
P/N: 8901XX
CONNECTION FOR FLEXIBLE
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LOCKING PIN
SEAL WIRE —
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(1 57mm) q PARTANN:S
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INDICATOR AND — TORESET 1.50" (38mm) HEX
RESET STEM D — 1-1/4"-18 NF-3 THREAD
SEIAADE IN EESLEASED -
1@ %)
~—— 4.00"
(102mm)
ORDERING INFORMATION
PART CONTROL HEAD
NUMBER VOLTAGE CURRENT
890181 24 VDC 2.0A
890149 125 VDC 0.3A
890165 115 VAC 1.0A

Q‘D THE LEADING OF FIRE (oMPANY PROVIDERS

FM-200 is a registered trademark of the Great Lakes Chemical Corporation.

This literature is provided for informational purposes only. KIDDE-FENWAL, INC. assumes Kidde Fire Systems

no responsibility for the product’s suitability for a particular application. The product must be A UTC Fire & Security Company
properly applied to work correctly. 400 Main Street
If you need more information on this product, or if you have a particular problem or question, Ashland. MA 01721

contact KIDDE-FENWAL, INC., Ashland, MA 01721. Telephone: (508) 881-2000.

Ph: 508.881.2000

K-90-8010 Rev AB © 2007 Kidde-Fenwal Inc. Printed in USA Fax: 508.881.8920
www.kiddefiresystems.com




	Kidde_ECS Sell.ai.pdf
	Kidde_ECS Sell Back.ai.pdf



